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4XEM 10FT High Quality Dual Ferrite M/M VGA Cable

4XEM Part- AXVGAMMHQ10

Featuring dual ferrite cores for superior image clarity, 4XEM's High
Quality Coax M/M VGA Cables are designed to provide outstanding
video quality for high resolution VGA applications of 1920x1200 and
above. This durably constructed male to male coaxial VGA video
cable eliminates fuzzy images that are inherent to non-coaxial VGA
cables while the ferrite cores deliver first-rate EMI interference
protection. Fully molded connectors sport easy-to-use long
thumbscrews for a fast connection.

4XEM gear is respected industry wide for its high performance,
premium quality and durability.

All 4XEM VGA cables and Adapters are backed by our unmatched
Lifetime Warranty!

4XEM Products Are Available At Your Favorite Online Retailers

WWW.AXEM.COM | 466 999-4936 Ext.113 bhegarty@4xem.com

Contact Brandon Hegarty 4XEM Sales Manager
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Features

4XEM unmatched Lifetime warranty

10ft 15 pin VGA male to VGA male cable

Plug and play installation

Support resolution:800*600 1024*768 1280*720 1280* 960 1366*768
14407900 1600*900

1920*1080(1080P Full HD) 2560*1600 etc.
Applications for Any Devices with a VGA Interface
Audio must be transmitted separately

Extend your display

Screws in for tight secure connection

Braided Shielding

Foil shielding

High quality construction and high-resolution support
Maintains signal strength for clean, sharp imaging

Application

S What is VGA?

« Projector

4XEM

Problem solved.

Connectivity A Video Graphics Array (VGA) connector is a three-
e Test Benches and IT row 15-pin DE-15 connector. The 15-pin VGA
Labs connector was provided on many video cards,
« Secure AV computer monitors, laptop computers, projectors,
Installations and high definition television sets. On laptop

computers or other small devices, a mini-VGA port
was sometimes used in place of the full-sized VGA
connector.

Many devices still include VGA connectors, although Source: Wikipedia
VGA generally coexisted with DVI as well as the newer

and more compact HDMI and DisplayPort interface

connectors.
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Warranty Information

Hardware

Connector(s)

Physical Characteristics

Packaging Information

What's in the Box

WWW.4XEM.COM

Warranty

Active or Passive cable
Chip ID

Direction

Cable Jacket Type
Cable Shield Type
Connector Plating

Fire Rating

Number of Conductors

Connector A
Connector B

Color

Cable Length
Cable OD

Wire Gauge
Weight of Product

Package Height
Package Width
Package Length

Shipping (Package) Weight

Included in Package

Lifetime

Passive

N/A

Bidirectional

PVC - Polyvinyl Chloride
Aluminum-Mylar Foil with Braid
Nickel

CMG Rated (General Purpose)
15

VGA Male
VGA Male

Black

10 ft [3.05 m]

0.29 in [7.6 mm] (0.85 in [21.5 mm] @ Ferrite)
28 AWG

8.47 0z [240 ¢]

10.04 in [255 mm]
8.19in [208 mm]
1.38 in [35 mm]
8.61 0z [244 (]

1 - 10 ft High-Quality Dual-Ferrite VGA Cable
- M/M

* Product appearance and specifications are subject to change without notice.

* Same day shipping is only available for orders shipping within the United States.
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